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GENERAL NOTES:

. ALL STRUCTURAL DRAWINGS SHALL BE USED IN CONJUNCTION WITH THE
ARCHITECTURAL, MECHANICAL, ELECTRICAL, HEATING AND VENTILATING,
SHOP DRAWINGS AND SPECIFICATIONS.

2. SEE ARCHITECTURAL, MECHANICAL, HEATING AND VENTILATING AND ELECTRICAL

DRAWINGS FOR REGLETS, PIPE SLEEVES, CONDUITS OR OTHER ITEMS TO BE
EMBEDDED OR PASSED THROUGH THE CONCRETE.

CAST IN PLACE CONCRETE NOTES:
. REINFORCED CONCRETE SHALL COMPLY WITH ACI 318.

2. MINIMUM CONCRETE STRENGTH AT 28 DAYS: :
STRUCTURAL. CONCRETE f’c = 4000 psi

3. REINFORCING STEEL SHALL BE NEW BILLET STEEL CONFORMING TO ASTM
SPECIFICATION A615 GRADE 60.

4. REINFORCING STEEL FABRICATION SHALL BE IN COMPLIANCE WITH THE CRSI MANUAL
OF STANDARD PRACTICE.

5. REINFORCING STEEL SHALL HAVE THE FOLLOWING MINIMUM CLEAR CONCRETE COVER
UNLESS OTHERWISE NOTED:

CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH: 3 IN.
CONCRETE SURFACES IN CONTACT WITH SOIL, WATER,
OR EXPOSED TO WEATHER: 2 IN.

CONCRETE SURFACES NOT IN CONTACT WITH SOIL, WATER
OR EXPOSED TO WEATHER:

TOP OF SLABS: 1IN,

6. SPLICED BARS SHALL HAVE A MINIMUM LAP OF CLASS B TENSION
LAP SPLICE UNLESS OTHERWISE NOTED.

7. CONSTRUCTION JOINTS SHALL NOT BE PLACED AT LOCATIONS OTHER
THAN THOSE SHOWN ON THE DRAWINGS WITHOUT THE PRIOR WRITTEN
APPROVAL OF THE ENGINEER.

8. ALL EXPOSED CORNERS OF CONCRETE TO HAVE %" MINIMUM CHAMFER
UNLESS OTHERWISE NOTED.

9. REINFORCING BARS TO EXTEND 12 BAR DIAMETERS BUT NOT LESS THAN
12” BEYOND BEND UNLESS OTHERWISE NOTED.
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